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Configurazione/ Configuration 
 

 5 Whizzy 110 con motorizzazione Brushless Omron ognuno completo di : 

 Quadro elettrico con PLC Omron 

 Kit agitatore sul magazzino di carico 

 Kit interfaccia meccanica tra Whizzy e flow pack 

 Kit supporto Whizzy per flow pack  

 Getto d’aria per tenere la figurina prima della distribuzione della successive      

( solo in caso di start multipli ) 

 Quadro elettrico supervisore per generare dallo start ricevuto  

dalla flow pack gli start ai    

 singoli Whizzy per arrivare al punto di confezionamento sempre con  

il pacchetto completo . 

 Programma di mescola per consentire ad ogni Whizzy di distribuire  

un numero predefinito  di figurine ( che può essere diverso ad ogni start ) 

 Start da flow pack 

 Encoder per flow pack 

 

 No. 5 Whizzy 110 units with Omron brushless  motor each one equipped with: 

 Control board with Omron PLC  

 Shaker kit on stacker 

 Kit mechanical interface between  Whizzy and flow pack 

 Support for Whizzy on flow pack  

 Air suction sistem to hold the sticker before the following one is distributed          

(only in case of multiple starts)  

 Supervising electric board generating from the flowpack start signal single starts for 

each Whizzy so that, at the end of the packaging cycle, a complete packet will result 

 per generare dallo start ricevuto dalla da flow pack gli start ai    

 singoli Whizzy per arrivare al punto di confezionamento sempre con  

il pacchetto completo . 

 Mixing programme so that each Whizzy will dispense a defined number  

of stickers (this number  can be different at every new start)  

 Start signal from  flow pack 

 Encoder for flow pack 

 
 




