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Spalla da tagliare per
permettere l'espulsione del prodotto
e l'inserimento della 
vaschetta di raccolta

Senso di marcia
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N.B. Le quote sono indicative e modificabili
        in fase di progetto.
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Filo scorrimento prodotto
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A       Struttura

B       Whizzy Bro  1

C       Whizzy Bro  2

D       Cassetto pneumatico  1

E       Cassetto pneumatico  2

F       Trasporto a tazze 
         (astucciatrice cliente)

G      Quadro elettrico

H       Espulsore non idonei
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Allegato scheda/Enclosure leaflet n°1.4 
 

 
 
                        

 
Configurazione/ Configuration 
 

 Coppia di Whizzy 210  con motorizzazione Brushless Omron 

 Kit agitatore sul magazzino di carico 

 Supporto Whizzy con microregolazione orizzontale per spostare la coppia di 

Whizzy nel senso di avanzamento della astucciatrice  

 Doppia colonna di supporto 

 Base 400 x 600 mm 

 Quadro elettrico speciale per 2 Whizzy con PLC Siemens 

 Start da astucciatrice  

 Pulsantiera  

 Predisposizione lettore di codice su terminale ( lettore su richiesta ) . 

 No. 2  Whizzy 210  with  Omron brushless motor  

 Shaker kit on stacker 

 Support for Whizzy with horizontal microregulation to move the 2 Whizzy according 

to the movement of the cartoning machine  

 Double support column 

 Base 400 x 600 mm 

 Special control board for 2 Whizzy with Siemens PLC 

 Start from cartoning machine  

 Pulsantiera  

 Optional code reader on dispensing unit 

 
 




