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Alimentatore

Clippy Br

alta autonomia
Punto di deposito
prodotto

Sturuttura speciale
con microregolazioni
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Configurazione/ Configuration 
 

 Clippy 100 con motorizzazione Omron Brushless in acciaio inox  

 Leva cinematismo da 100 mm  

 Magazzino ad alta autonomia a catena inox con motorizzazione indipendente  

completa di spintori di avanzamento  avente lunghezza pari a 1.500 mm  

 Fotocellula di minimo carico su magazzino 

 Fotocellula di magazzino vuoto con blocco macchina  

 Fibra ottica per controllo avanzamento prodotti al punto di presa della ventosa  

 Quadro elettrico in acciao  inox con PLC Omron 

 Struttura di supporto magazzino completa di base in acciaio inox  

con rivestimento antiscivolo e colonne con microregolazioni verticali  

 Gruppo hot melt Nordson completo di fusore , tubo termostatato e  

pistola di spruzzo  

 Cavo di start  
 

 Stainless steel Clippy 100 with con Omron Brushless motor  

 100 mm lever for kinematic motion  

 High capacity stacker with indepent motor with pushers; total length 1.500 mm  

 Photocell of minimum load on stacker  

 Photocell for empty stacker causing the machine to stop   

 Fiber otpics to check the products movement till they reack the suction point   

 Stainless steel control board with Omrom PLC  

 Stacker support structure with stainless steel base with antislip coating and  

columns with vertical microregulations   

 Nordson hot melt group with melter, thermostat tube and spray gun   

 Start cable  

 




